MpumeHeHne

CunnoBoi KOHTPOSbHBIN kabenb Anst MMMTOB N KOHBEEPHBIX CUCTEM, NOABEMHUKOB,
naHene KHOMOYHOTO YNpaBneHusl, MexaH13MOoB nepeaayn AaHHbIX. MpeaHasHavaeTcs
LS NPOKNAAKA B CyXMX, BNaXHbIX U CbIPbIX NOMELLEHUSIX, @ TaK Ke AN HapYXXHOM
npoknagaku.

Oco6GeHHOCTH

* LleHTpankHbIii Tpoc 0bnaaaeT BbICOKON NPOYHOCTLIO Ha paspbIB.
« LBS-cBo6oaeH/OTcyTCTBME KPEMHUINOPraHNYECKON Pe3nHbl (Mpy NPoM3BoaCTBE).

MpumeyaHue

« CooteTcTByeT AnpekTue RoHS.

« CootsetctayeT anpektuae 2014/35/EU CE ("O HuskosonsTHOM o6opyaosaHumn” EC)
* Heobxoaumo cobntoaatb UCTPYKLMIO MO MOHTaXY.

« BoamoxHa noctaska akpaHuposaHHoro kabens: YMHYCY-KT (EMV/EMC).

« BoamoxHa nocTaska kabens onpeaeneHHoro LseTa 1 pasmepa o 3anpocy.

KoHcTpykumsi & TexHUUYecKue XxapakTepucTuKm

NPOBOAHMK MeZHbli i MHOTOMNPOBOOYHbIV
CTpyKTYypa corn. DIN VDE 0295 kn. 6 n IEC 60228 kn. 6
n3onaumns nBXx

MapKMpoBKa Xun corn. VDE 0293-308 fo 5 »wun: uBeTHast MapkMpoBka,
Bornee 6 xun: YepHble xunbl ¢ 6enoi umdposoi

MapKVpOBKOM, C UIN 6e3 KenTo-3eN1eHON XuIbl

cnocob CKpyTKku MOCHOVHbBIN MOBUB UM

BHeLUHsi o6onoyka nBx
uBeT 060M0o4KM yepHbIi, RAL 9005
MapK1poBka na

Uo/U: 300/500 B
ucnbiTaTenbHoe HanpsbkeHve 2,5 kB

HOMWHanbHoe HanpshxeHne

[onyctumMble ToKkoBble
Harpysku

corn. DIN VDE, cM. Tabn. TeXHUYECKUX yKasaHui

MwuH. paguyc n3rnba
HEMNOABWKHO

12 x AnameTp kabens

MwH. paguyc nsruba
NOABWKHO

20 x auameTp kabens

Temnepatypa ctauuoHapHo  -40 °C/ +60 °C
-30 °C / +60 °C
Makc. Temnepartypa Ha +70 °C
NpOBOAHVKE

TemnepaTypa NofABWKHO

CBOWCTBa M30nauum camMoasaTyxawuias, He pacnpocTpaHAeT ropeHne

cornacHo IEC 60332-1

cTaHaapt cornacHo DIN VDE 0250

Application

power and control cable in lift and conveyor facilities, on lifting platforms and especially
for teach pads on electrical hoisting devices. Suitable for dry, humid and wet rooms also

outdoor.

Special Features

« central supporting element with high tensile strength
« free from lacquer damaging substances and silicone (during production)

Remarks

« conform to RoHS

« conform to 2014/35/EU-Guideline ("Low-Voltage Directive") CE

« see installation guidlines implicitly

« Also available as screened type YMHYCY-KT (EMC)

« We are pleased to produce special versions, other dimensions, core and jacket co-

lours on request.

Structure & Specifications

conductor material
conductor class
core insulation
core identification

stranding
outer sheath
sheath colour
printing

rated voltage
testing voltage
current carrying capacity

min. bending radius fixed

min. bending radius moved

operat. temp. fixed min/max
operat. temp. moved min/max

temp. at conductor

burning behavior

standard

bare copper strand
acc. to DIN VDE 0295 class 6 resp. IEC 60228 cl. 6
PVC

acc. to VDE 0293-308 up to 5 wires coloured, from 6 wi-
res black with white numerals with or without GNYE

cores stranded in layers
PVC

black, RAL 9005

yes

Uo/U: 300/500 V
2,5kV
acc. to DIN VDE, see Technical Guideline

12xd

20 xd

-40°C/+60 °C
-30°C/+60 °C
+70°C

self-extinguishing and flame retardant acc. to IEC
60332-1

similar to DIN VDE 0250
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3000176 7X15 12,4-12,8 101,0 212,0 1.000

3000178 10X1,5 15,7-16,5 144,0 327,0 3.000

3000182 18X 1,5 18,2-18,7 259,0 480,0 800

3000181 18G 1,5 18,2-18,7 259,0 480,0 800

3000195 8X25 16,8-17,3 192,0 382,0 2.000
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